THERMOCOUPLES



EXHAUST GAS TEMPERATURE PROBES

Inconel probes come standard in 4.5” inch lengths with 72” inch (1.8 meters), 24 AWG stranded open wire leads

with FEP Insulation and stainless steel overbraid. Other configutartions available upon request.

DIAMETER

DIAMETER

DIAMETER

(If connector is needed refer to page # 29-30.)

PART NUMBER JUNCTION

EGT-0001 EXPOSED

EGT-0002 GROUNDED —)
EGT-0003 UNGROUNDED ——o)
EGT-0001-B EXPOSED

EGT-0002-B GROUNDED

EGT-0003-B UNGROUNDED .

PART NUMBER JUNCTION

EGT-0004 EXPOSED

EGT-0005 GROUNDED ————)
EGT-0006 UNGROUNDED ————)
EGT-0004-B EXPOSED

EGT-0005-B GROUNDED

EGT-0006-B UNGROUNDED i

PART NUMBER JUNCTION

EGT-0007 EXPOSED

EGT-0008 GROUNDED )
EGT-0009 UNGROUNDED ——o)
EGT-0007-B EXPOSED

EGT-0008-B GROUNDED

EGT-0009-B UNGROUNDED

Need Help Placing an Order or Have Questions? Call (800) 582-5098

www.temprel.com
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